Technical specification :
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- - Rated voltage: 230 VAC/DC
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Degree of protection: IP 67, in mated
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~ I Temperature range: -25T ... +80C
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A Contact: CuZn
D Contact plating: Nickel, stannous plated
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= Contact carrier: PA GF, UL 94
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— Moulding body: TPU, UL 94, black
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A ) Part no: Description: Length L:| Cable:
55-00154 | SAL-BI-V2PE-0-0220-2/H2 2m
55-00008 | SAL - BI-V2PE -0 - 0220 - 3/H2 3m PUR/PVC,
black, 3x0,5mm?2
55-00009 | SAL-BI-V2PE-0-0220-5/H2 5m Cable: 781-H25300
55-00155 | SAL -BI-V2PE-0-0220-10/H2 10m
55-00156 | SAL -BIl-V2PE-0-0220-2/A2 2m
. 55-00157 | SAL - Bl - V2PE - 0- 0220 - 3/ A2 3m ;VOCE,’ blagk,
. x0,5mm
Contact assignment: 55-00158 | SAL - Bl - V2PE - 0- 0220 -5/ A2 5m Cable: -
brown C 1 55-00159 | SAL -BI-V2PE-0-0220-10/A2 10m
55-00165 | SAL-BI-V2PE-0-0220-2/K1/075 2m
b'UG—C 2 55-00166 | SAL - Bl - V2PE - 0- 0220 - 3/K1 /075 3m TPU, UL 20549,
black, 3x0,75mm?
55-00167 | SAL - Bl - V2PE -0-0220-5/K1/075 5m Cable: 781-K17300
green-yellow
—C — 55-00168 | SAL -BI-V2PE-0-0220-10/K1/075 10m
55-00169 | SAL -BI-V2PE-0-0220-2/A3/075 2m
55-00170 | SAL -BI-V2PE-0-0220-3/A3/075 3m PVC, UL 2464,
grey, 3x0,75mm?2
55-00171 | SAL - Bl - V2PE - 0 - 0220 - 5/ A3/ 075 5m Cable: 781-A37300
D see data sheet cable 55-00172 | SAL - BI-V2PE-0-0220-10/A3/075 | 10m
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