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SAFETY ORGANIZATIONS RELIABILITY SPECIFICATIONS

THIS FILTER HAS BEEN FORMALLY RECOGNIZED, CERTIFIED OR APPROVED STORAGE TEMPERATURE:  -40°C TO +85°C
BY THE LISTED AGENCY. THEREFORE, ALL TEST/REQUIREMENTS SPECIFIED HUMIDITY: 21 DAYS @ 40°C 954 RH
IN THE LATEST REVISION OF THE FOLLOWING AGENCY STANDARDS

HAVE BEEN MET: TEST SPECIFICATIONS

UL
[NDUCTANCE, NOMINAL:

CAPACITANCE AT 1KHz, 0.25 VAC MAX., 25°CH1°C
LINE TO GROUND, NOMINAL
OPERATING SPECIFICATIONS LINE TO LINE, NOMINAL:
LINE CURRENT/VOLTAGE: 600 A, 520 VAC DISCHARGE RESISTOR

L/G AND L/L I.R. 1000 kOhm / 1000 kOhm
LINE FREQUENCY: 50-60 Hz IR (NO DISCHARGE RESISTOR) 20°C, 50% RH AND 100VDC, MIN: 6000 MC)

MU INON CEAKAGE CURRENT 2Tomh 0 2714, S0k HLCOMMENDED HECEIVING INSEELTION HIEOT
LINE TO GROUND FOR 1 MINUTE: 2200 VDC

LINE TO LINE FOR 1T MINUTE: 2160 VDC

OPERATING AMBIENT TEMPERATURE RANGE
@ RATED CURRENT, T : -10°C TO +50°C

FILTER APPROVAL:
IN AN AMBIENT, T, HIGHER THAN 50°C,

THE MAXIMUM OPERATING - THE BEST WAY TO SELECT AND QUALIFY
CURRENT, T, IS AS FOLLOWS: E— A FILTER IS FOR YOUR ENGINEERING TO
TEST THE UNIT IN YOUR EQUIPMENT.
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* DO NOT LOOSEN INNER GROUND NUTS.
TORQUE OUTER GROUND NUTS TO:
25-30 NM [220-260 IN-LB]

TYPICAL INSERTION LOSS
COMMON MODE 50/50Q) ; DIFFERENTIAL MODE 100/100Q0

MHz |0.01]0.05(0.15/0.5[1.0(3.0(5.0]10
CM 13 33 65 | 90| 82|95]| 58] 37

DM 21 41 S50 | 6757|4339 31

DIMENS [ONS - DU T8DEC201 3 MATERIAL FINISH

mm EEK T8DEC2013 .
OTHERWISE SPECITIED: g 18DEC2013 — TE TE Connectivity
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