
CONSUMER & AUTOMOTIVE LINES
HEALTHCARE & DOOR HANDLES

WATERPROOF TACT SWITCHES FOR  
HARSH ENVIRONMENTS

KMR6 NG
KMR7 NG 

IP67

The new KMR6 & KMR7 series provide a watertight solution for applications 
requiring high quality and functionality in harsh environments.

This improvement affects the no ground pin (NG) version now available with 
IP67 sealing. These switches are also resistant to vibrations which makes them 
ideal for markets with high requirements.

The KMR sealed version is ideal for a variety of applications including consumer,  
automotive, industrial and medical.

 
Typical applications:

Personal health monitoring system • Car door handle • Other applications
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For more information, please consult the KMR page at www.ck-components.com
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Tel: +1.617.969.3700

KMR6 Series NG version – 1.9 mm height KMR7 Series NG version – 2.5 mm height

KMR6 KMR7

H = 1.9 mm H = 2.5 mm

IP67 IP67
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Total height
6 1,9 mm
7 2,5 mm

LFS Lead free compatible, silver plated
LFG Lead free compatible, gold plated

Actuation Force

2 2 N (200 grams)
1 1.2 N (120 grams) Only with KMR6

3 3 N (300 grams)
4 4 N (400 grams)

K M R N G

Contact Material
1 Silver
2 Silver long life*
3 Gold

Grounding option
NG No Ground pin

Low Current capability
Void Under standard specification
ULC Low current

*Silver Long Life is available in 3N and 4N actuating force. For other versions, please contact Customer Service.


