ITEM [ QTY PART NUMBER PART DESCRIPTION
1 1 CPCI-VXXX VME Card Guide, SEE SHEET 2 TABLE 1
2 2 CPCI-ESD3 CPCI ESD Clips, PCB Grounding, SEE SHEET 2
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2. MATERIAL: POLYCARBONATE, 20% GLASS FILLED & ALUMINUM BODY
1. GENERAL SPECIFICATIONS: BIVAR MOLDED COMPONENT SPECIFICATION BV00-E101.
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STANDARD TOLERANCE ®
( UNLESS OTHERWISE SPECIFIED ) BIVAR
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REV.

DESCRIPTION

DATE

APPROVED

SEE SHEET #1

TABLE 1
ASSEMBLY CONFIGURATIONS
ASSEMBLY PART A
NUMBERS in [mm]
CPCI-V160-ESD3 5.32[135.2]
CPCI-V220-ESD3 7.69[195.2]

CPCI-V280-ESD3

10.04 [255.0]

CPCI-V340-ESD3

12.43 [315.6]

CPCI-VXXX

CPCI-ESD3
PCB BOARD EDGE GROUNDING

NOTE: ESD CLIPS COME PRE-ASSEMBLED

STANDARD TOLERANCE ®
( UNLESS OTHERWISE SPECIFIED ) BIVAR
DECIMALS ANGULAR
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