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ELECTRICAL SOLUTIONS
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Wire Retainers
• Wires slide into the clip and are held in place by tension

• Funnel entry design allows for easy insertion of cords and cables

• Low profile design holds wires, cables, and tubing
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Part Number

Max. Bundle
Diameter

Material Color Environment
Mounting
Method

Std.
Pkg.
Qty.

Std.
Ctn.
Qty.In. mm

TWR-C 0.38 9.5 Nylon 6.6 Natural Indoors

#6 (M3) Screw

100 500

TWR-C0 0.38 9.5 Weather Resistant 
Nylon 6.6

Black Outdoors 100 500

Siding Clips
• Low profile installs without drilling or nailing 

• Attach coax cable to buildings having “Pittsburgh Interlok” type
aluminum or steel siding

• Will not corrode or stain siding
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VSC Vertical ClipVertical Siding ClipHorizontal Siding Clip
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HSC Horizontal Clip

Part Number

Max. Bundle
Diameter

Material Color
Mounting
Method

Std.
Pkg.
Qty.

Std.
Ctn.
Qty.In. mm

HSC.25-L 0.25 6.4 Nylon 6.6 White

Clip

50 500

HSC.25-L100 0.25 6.4 Weather Resistant
Polypropylene

Black 50 500

VSC.25-L 0.25 6.4 Nylon 6.6 White 50 500

VSC.25-L100 0.25 6.4 Weather Resistant
Polypropylene

Black 50 500


