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SEATING PLANE FOR CONNECTOR
CONTACT OVERVIEW

PERFORMANCE CHARACTERISTICS

   CURRENT RATING        : 1.5 A AT 20°C (FULLY LOADED)
                         : 1 A AT 70°C (FULLY LOADED) 
   RATED VOLTAGE         : 500 V AC (CONT / CONT)
   OPERATING TEMP        : -55°C TO 125°C
   CONTACT RESISTANCE    : 20 m  MAX
   INSERTION FORCE       : 0.75 N MAX / CONT
   EXTRACTION FORCE      : 0.15 N MIN / CONT
   INSULATION RESISTANCE : 10E+04 M MIN

2,PACKED IN HONEYCOMB BOX-50 NOS EACH
3,MATERIAL
   HOUSING :- FLAME RETARDED POLYESTER
   CONTACTS:- PHOSPHER BRONZE
4,FINISH
   CONTACTS:- GOLD SELECTIVE PLATING
5,CATALOG No. OF SHROUD IS EMBOSSED
6,MATING STRAIGHT RECEPTACLE HM2S01PE5101-- 

PLATING CODES

NOTES :-

   1, HM2P07PME12K--ASSY

NOTES :-

   1, HM2P07PME12K--ASSY

PLATING CODES

2,PACKED IN HONEYCOMB BOX-50 NOS EACH
3,MATERIAL
   HOUSING :- FLAME RETARDED POLYESTER
   CONTACTS:- PHOSPHER BRONZE
4,FINISH
   CONTACTS:- GOLD SELECTIVE PLATING
5,CATALOG No. OF SHROUD IS EMBOSSED
6,MATING STRAIGHT RECEPTACLE HM2S01PE5101-- 

3 (50 Mating Cycles)GC

2 (250 Mating CyclesGF

1 (500 Mating Cycles)GL

Performance LevelPlating Code

PLATING CODE TABLE

A04xx

PERFORMANCE CHARACTERISTICS

   CURRENT RATING        : 1.5 A AT 20°C (FULLY LOADED)
                         : 1 A AT 70°C (FULLY LOADED) 
   RATED VOLTAGE         : 500 V AC (CONT / CONT)
   OPERATING TEMP        : -55°C TO 125°C
   CONTACT RESISTANCE    : 20 m  MAX
   INSERTION FORCE       : 0.75 N MAX / CONT
   EXTRACTION FORCE      : 0.15 N MIN / CONT
   INSULATION RESISTANCE : 10E+04 M MIN

2,PACKED IN HONEYCOMB BOX-50 NOS EACH
3,MATERIAL

4,FINISH
   CONTACTS:- GOLD SELECTIVE PLATING
5,CATALOG No. OF SHROUD IS EMBOSSED
6,MATING STRAIGHT RECEPTACLE HM2S01PE5101---- 

PLATING CODES

NOTES :-

   1, NON LEAD FREE PART NO. = HM2P07PME12K--ASSY

   HOUSING :- FLAME RETARDED POLYESTER
   CONTACTS:- PHOSPHER BRONZE

3 (50 Mating Cycles)GC

2 (250 Mating CyclesGF

1 (500 Mating Cycles)GL

Performance LevelPlating Code
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HM2P07PME12K__AS--

PRINTING

   LEAD FREE PART NO.     = HM2P07PME12K--ASLF

PLATING CODES

SCALE  3/1

NOTE-5

SCALE  2/1

PCB

PCB

NOTE-6

NOTE-6

SCALE  1/5

PACKAGING BOX
(50 CONNECTORS IN EACH BOX)
(NOTE-2)
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