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MULTI-FUNCTION MODULE
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ELECTRICAL SCHEMATIC:

MECHANICAL DIMENSIONS:
ELECTRICAL CHARACTERISTICS:

1-1. VOLTAGE  RATING.....................................................250VAC
 
1-2. CURRENT RATING
  A.  @  250  VAC .........................................10 A  RMS  MAX

1-3. OPERATING FREQUENCY................................................... 50-60Hz

1-4. HIPOT RATING  (FOR ONE MINUTE)
  A.  LINE & NEUTRAL  TO  GROUND.............2000  VDC
  B.  LINE  TO  NEUTRAL.....................................2000  VDC
 
1-5. MINIMUM INSULATION RESISTANCE: @ 500VDC
  A.  LINE & NEUTRAL TO GROUND..............100M OHM
  B.  LINE TO NEUTRAL......................................100M OHM

1-6. OPERATING TEMPERATURE .................................... -25°C TO +85°C  

1-7. RoHS COMPLIANT
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CUSTOMER
TRANSFORMER 
PRIMARIES

COPPER PLATE LAYOUT OF PCB FOR VOLTAGE SELECTOR

CONNECTION FOR 220V ~ 240V
CUSTOMER TRANSFORMER PRIMARIES
CONNECT TO PIN 1 & 4

CONNECTION FOR 110V ~ 120V
CUSTOMER TRANSFORMER PRIMARIES
CONNECT TO PIN 1 & 3


