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CHAMP .050 [1.27] Series | Connectors Catalog 65973

for VESA Applications Issued 5-94
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Recommended PC Board Layout
Component Side
No. of Dimensions Part
Positions A B C Numbers
1.028 1.093 1,197
30 26.12 27.76 30.40 5571021
1.278 1.343 1,447
40 32,47 34.11 36.75 5571025
1.778 1.843 1.847
60 45.17 46.81 49.45 1-557102-3
. 1.978 2.043 2.147
68 50.25 51.89 54.53 1-557102-7
- 2.279 2.343 2.447
go 57.87 59.51 82.15 2-857102-1
2,778 2.843 2,947
100 70,57 72.21 74.85 2-557102-6
3.278 3.343 3.447
120 83.27 84.91 87.55 2-557102-9
3.528 3.593 3.697
130 89.61 91.26 93.80 3-557102-3
3.778 3.843 3.947
140 95.97 97.61 100.25 4-557102-9
4.278 4.343 4.447
160 108.67 110.31 112.95 8-557102-7
4.778 4.843 4.947
180 121.37 123.01 125.65 5-557102-3
5.278 5.343 5.447
200 134.07 135.71 1ag3s  AHR7I02A

* 68-Position Connecter for VMC Standard
**80-Position Connector tor VAFGC Standard

For drawings, technical data or samples, contact your AMP sales engineer or call the AMP Product Information Center: 1-800-522-6752.
Dimensions are in inches and millimeters unless otherwise specified. Values in brackets are metric equivalents.
Specifications subject to change. Consult AMP for latest specifications.



