NOTES:
1.0 ELECTRICAL SPECIFICATIONS:
1.1 FREQUENCY RANGE: 8.0 to 12.4 GHz
1.2 INSERTION LOSS: 0.5dB
1.3 ISOLATION: 20dB MIN.
1.4 VSWR (MAX): 1.50: 1
1.5 OUTPUT UNBALANCE:
1.5.1 AMPLITUDE: 0.3dB MAX.
1.5.2 PHASE: 5° MAX.
1.6 MAXIMUM INPUT POWER: 3 WATTS

2.0 FINISH:

2.1 GREY PER MIL-E-15090 TYPE II,
CLASS 2 OVER MIL-C—-5541
CLASS 3A
MEETS MIL—F—-1407/2
MEETS MIL—E—5400

2.2 MARKING: MARK UNIT AS SHOWN

(REF.: SLK—08062—-82—-02)

.38(9.5)

|~——

—

~— .19(4.8)

SMA FEMALE CONN.
PER MIL—PRF—39012
TYP. (3 PLCS)

5.0 DIMENSIONS IN PARENTHESIS ARE

IN MILLIMETERS.

4.0 WEIGHT: 23 GRAMS MAX.
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UNLESS OTHERWISE
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ARE IN INCHES AND
TOLERANCES ARE:

3 PLACE DECIMALS +.005
2 PLACE DECIMALS +.02
FRACTIONS +1/64
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