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PART NUMBER| BODY SPRING HANDLE COLOR B - 108-1001/1020-001
108-1001-001 | BRASS BERYLLIUM COPPER | NYLON WHITE
10B-1002-001 1 NICKEL PL .0001MIN | NICKEL PL .0001 MIN RED 0 REVISIONS
108-1003-001 BLACK UPDATE GRAPHICS
108-1004-001 GREEN * REVISION NUMBER FOLLOWED BY AN ALPHA *
108-1005-001 * CHARACTER INDICATES DRAWING CLARIFI- *
* CATION OR PART NUMBER ADDITION ONLY. *
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ELECTRICAL:
CURRENT RATING: 10 AMPS DC MINIMUM
DIELECTRIC WITHSTANDING VOLTAGE: 3500 VRMS MINIMUM AT SEA LEVEL 37 £.010—t=—— THIS DRAWING TO BE INTERPRETED
RECOMMENDED WORKING VOLTAGE: 1750 VRMS MAXIMUM AT SEA LEVEL PER ASME Y 14.5M - 1994
INSULATION RESISTANCE: 5000 MEGOHMS MINIMUM
CONTACT RESISTANCE: 10 MILLIOHMS MAXIMUM "L STATION"
ME CHANICAL :
INSERTION/WITHDRAWAL FORCE: .5 - 5.0 POUNDS COMPANY CONFIDENTIAL
CONTACT SPRING RETENTION FORCE: 20 POUNDS MINIMUM STE : - _
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MATING BANANA JACK DIAMETER: 104 NOMINAL e PAT -27-06 |3 '53, c'“ W B 2 s
DURABILITY: 1000 CYCLES MINIMUM 2 CHECKED BY SATE TR e aseca, MIN >60¢
ENVIRONMENTAL : -><><>< RJB 1-28-06  [T7(E
(MEETS OR EXCEEDS THE APPLICABLE PARAGRAPH OF MIL-C-28907) e APPROVED BY DATE INSAL?I_S;:TMEBDLYHAI\IQ:,BIILBEA,\RI%NU?\IDPLBUOGID’Y
OPERATING TEMPERATURE: -55 DEG C TO 85 DEG C. L JCN 11-28-06 : :
TEMPERATURE RISE AT RATED CURRENT: 10 DEG C MAXIMUM SOLDER BACK HOLE
CORROSION: MIL-STD-1344 METHOD 1001, CONDITION B 2-2-06
SHOCK: MIL-STD-1344, METHOD 2004, CONDITION G FINSH RELEASE DATE (15220 61) SHEET | DRAWING NO.
VIBRATION: MIL-STD-1344, METHOD 2005, CONDITION |
HUMIDITY: MIL-STD-1344, METHOD 1002, CONDITION B UM INCH |SCAE  4:1 | 2 oF 2 B - 108-1001/1020-001






