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PART NUMBER JA1A-TMP-DC48V-P

MANUFACTURER Panasonic

DESCRIPTION RELAY GEN PURPOSE SPST 25A 48V

LEAD FREE STATUS / ROHS STATUS Lead free / RoHS non-compliant

DATA SHEET

TURN ON VOLTAGE (MAX) 38.4 VDC

TURN OFF VOLTAGE (MIN) 4.8 VDC

TERMINATION STYLE PC Pin, Quick Connect - 0.250" (6.3mm)

SWITCHING VOLTAGE 250VAC - Max

SERIES JA

RELEASE TIME 2ms

RELAY TYPE General Purpose

PACKAGING Bulk

OPERATING TEMPERATURE -10°C ~ 50°C

OPERATE TIME 10ms

MOUNTING TYPE Through Hole

LEAD FREE STATUS / ROHS STATUS Lead free / RoHS non-compliant

FEATURES -

DETAILED DESCRIPTION General Purpose Relay SPST-NO (1 Form A) 48VDC Coil Through Hole

CONTACT RATING (CURRENT) 25A

CONTACT MATERIAL Silver Alloy

CONTACT FORM SPST-NO (1 Form A)

COIL VOLTAGE 48VDC

COIL TYPE Non Latching

COIL RESISTANCE 1.92 kOhms

COIL POWER 1.2 W

COIL CURRENT 25.0mA
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Related Tags

Related Products

JA1A-TMP-AC115V-P

Manufacturers:  Panasonic

Description:  RELAY GEN PURPOSE SPST 25A 115V
In stock:  Out stock

RFQ

JA1C-TM-AC24V-F

Manufacturers:  Panasonic

Description:  RELAY GEN PURPOSE SPDT 15A 24V
In stock:  Out stock

RFQ

JA1G040S501UA

Manufacturers:  Honeywell Sensing and Productivity Solutions

Description:  POTENIOMETER
In stock:  Out stock

RFQ

JA1-25/J

Manufacturers:  Bussmann (Eaton)

Description:  JUMPER SINGLE ROW TERMINAL BLOCK
In stock:  Out stock

RFQ

JA1A-TM-AC115V-P

Manufacturers:  Panasonic

Description:  RELAY GEN PURPOSE SPST 25A 115V
In stock:  Out stock

RFQ

JA1N040S102UA

Manufacturers:  Honeywell Sensing and Productivity Solutions

Description:  POTENIOMETER
In stock:  Out stock

RFQ

JA1A-TMP-AC115V

Manufacturers:  Panasonic

Description:  RELAY GEN PURPOSE SPST 15A 115V
In stock:  Out stock

RFQ

JA1-19/J

Manufacturers:  Bussmann (Eaton)

Description:  JUMPER
In stock:  Out stock

RFQ

JA1B-TMP-AC115V

Manufacturers:  Panasonic

Description:  RELAY GEN PURPOSE SPST 15A 115V
In stock:  Out stock

RFQ

JA1N056S101UA

Manufacturers:  Honeywell Sensing and Productivity Solutions

Description:  POT 100 OHM 2.25W CARBON LINEAR
In stock:  Out stock

RFQ

JA1-06/J

Manufacturers:  Bussmann (Eaton)

Description:  JUMPER/CONTACT
In stock:  Out stock

RFQ

JA1B-TMP-DC12V

Manufacturers:  Panasonic

Description:  RELAY GEN PURPOSE SPST 15A 12V
In stock:  Out stock

RFQ

https://www.ocean-components.com/product/Panasonic_JA1A-TMP-DC48V-P.aspx
https://www.ocean-components.com/product/Panasonic_JA1A-TMP-DC48V-P.aspx
https://www.ocean-components.com/manufacturers/Panasonic.aspx
https://www.ocean-components.com/datasheet/3e-JA1B-TMP-AC115V.pdf
https://www.ocean-components.com/rfq/858558.aspx
https://www.ocean-components.com/datasheet/3e-JA1B-TMP-AC115V.pdf
https://www.ocean-components.com/product/Panasonic_JA1A-TMP-AC115V-P.aspx
https://www.ocean-components.com/product/Panasonic_JA1A-TMP-AC115V-P.aspx
https://www.ocean-components.com/rfq/6120738.aspx
https://www.ocean-components.com/product/Panasonic_JA1C-TM-AC24V-F.aspx
https://www.ocean-components.com/product/Panasonic_JA1C-TM-AC24V-F.aspx
https://www.ocean-components.com/rfq/3184542.aspx
https://www.ocean-components.com/product/Honeywell-Sensing-and-Productivity-Solutions_JA1G040S501UA.aspx
https://www.ocean-components.com/product/Honeywell-Sensing-and-Productivity-Solutions_JA1G040S501UA.aspx
https://www.ocean-components.com/rfq/2808731.aspx
https://www.ocean-components.com/product/Bussmann(Eaton)_JA1-25-J.aspx
https://www.ocean-components.com/product/Bussmann(Eaton)_JA1-25-J.aspx
https://www.ocean-components.com/rfq/4291009.aspx
https://www.ocean-components.com/product/Panasonic_JA1A-TM-AC115V-P.aspx
https://www.ocean-components.com/product/Panasonic_JA1A-TM-AC115V-P.aspx
https://www.ocean-components.com/rfq/1117289.aspx
https://www.ocean-components.com/product/Honeywell-Sensing-and-Productivity-Solutions_JA1N040S102UA.aspx
https://www.ocean-components.com/product/Honeywell-Sensing-and-Productivity-Solutions_JA1N040S102UA.aspx
https://www.ocean-components.com/rfq/5657917.aspx
https://www.ocean-components.com/product/Panasonic_JA1A-TMP-AC115V.aspx
https://www.ocean-components.com/product/Panasonic_JA1A-TMP-AC115V.aspx
https://www.ocean-components.com/rfq/479162.aspx
https://www.ocean-components.com/product/Bussmann(Eaton)_JA1-19-J.aspx
https://www.ocean-components.com/product/Bussmann(Eaton)_JA1-19-J.aspx
https://www.ocean-components.com/rfq/4645921.aspx
https://www.ocean-components.com/product/Panasonic_JA1B-TMP-AC115V.aspx
https://www.ocean-components.com/product/Panasonic_JA1B-TMP-AC115V.aspx
https://www.ocean-components.com/rfq/87155.aspx
https://www.ocean-components.com/product/Honeywell-Sensing-and-Productivity-Solutions_JA1N056S101UA.aspx
https://www.ocean-components.com/product/Honeywell-Sensing-and-Productivity-Solutions_JA1N056S101UA.aspx
https://www.ocean-components.com/rfq/3548337.aspx
https://www.ocean-components.com/product/Bussmann(Eaton)_JA1-06-J.aspx
https://www.ocean-components.com/product/Bussmann(Eaton)_JA1-06-J.aspx
https://www.ocean-components.com/rfq/6620884.aspx
https://www.ocean-components.com/product/Panasonic_JA1B-TMP-DC12V.aspx
https://www.ocean-components.com/product/Panasonic_JA1B-TMP-DC12V.aspx
https://www.ocean-components.com/rfq/4936532.aspx
mailto:Info@Ocean-Components.com



	JA1A-TMP-DC48V-P
	Specifications of JA1A-TMP-DC48V-P
	Related Tags
	Related Products


